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HELICAL PILE SUPPORTED WALKWAY

NOTES:

1. THIS DRAWING IS ONLY A SUGGESTION FOR DESIGN
AND CONSTRUCTION. THE ACTUAL DESIGN IS TO BE
X K PERFORMED BY A REGISTERED PROFESSIONAL
ENGINEER.

2. THE HELICAL PILE DEPTH AND HELIX CONFIGURATION
WILL DEPEND ON SITE SPECIFIC SOIL CONDITIONS.

DECKING 3. VERTICAL HELICAL PILES ARE TYPICALLY 2 7/8" O.D.
/ ROUND SHAFT FOR BOARDWALK APPLICATION.
JOISTS
/ 4. BATTERED HELICAL PILES ARE TYPICALLY 1 1/2" ROUND
CORNER SQUARE SHAFT FOR BOARDWALK
/ GIRDER APPLICATIONS.
= = 5. HEIGHT ABOVE GRADE IS TYPICALLY LESS THAN 3'-0".
o \ CONSULT A REGISTERED PROFESSIONAL ENGINEER IF
THROUGH BOLTS Tl ] THAT HEIGHT WILL BE EXCEEDED.
NUTS. AND. Iol U-SHAPED ADAPTER W/ I2l SADDLE BRACKET
WASHERS 1 THREADED ROD, 1
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