
IDEAL PART NUMBERS:

1 1/2" RCS = SQ150GP5

1 1/2" RCS = SQ150GP6

1 1/2" RCS = SQ150GP7

1 1/2" RCS = SQ150GP8

1 3/4" RCS = SQ175GP5

1 3/4" RCS = SQ175GP6

1 3/4" RCS = SQ175GP7

1 3/4" RCS = SQ175GP8

IDEAL PART NUMBERS:

1 1/2" RCS = SQ150GPEXT5

1 1/2" RCS = SQ150GPEXT6

1 1/2" RCS = SQ150GPEXT7

1 1/2" RCS = SQ150GPEXT8

1 3/4" RCS = SQ175GPEXT5

1 3/4" RCS = SQ175GPEXT6

1 3/4" RCS = SQ175GPEXT7

1 3/4" RCS = SQ175GPEXT8
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DWG NO

RCS UN-CASED GROUT PLATES

SIZE

B

REV

0

UN-CASED GROUT PLATES FOR ROUND CORNER SQUARE SHAFT PILES

5, 6, 7, 8

45°

1

4

 (TYP)

1

1

2

SEE NOTE #1

5, 6, 7, 8

SEE NOTE #1

NOTES:

1. TO FIT OVER 1 1/2" OR 1 3/4" ROUND CORNER SQUARE SHAFT HELICAL PILE.

2. PLATE STEEL TO MEET OR EXCEED REQUIREMENTS OF ATSM A572, GRADE 50.

3. ALL WELDING TO BE PERFORMED BY CERTIFIED WELDOR IN ACCORDANCE WITH

AWS D1.1 STRUCTURAL WELDING CODE - STEEL.

4. STANDARD PLATE THICKNESS IS 1/4".

LEAD GROUT PLATE

EXTENSION GROUT PLATE


