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PLATE STEEL TO MEET OR EXCEED REQUIREMENTS OF ASTM A572/A1018/A656, 50 KSI.
ALL WELDING TO BE PERFORMED BY SHOP QUALIFIED WELDOR TO AWS D1.1 STRUCTURAL
WELDING CODE - STEEL.

BARE STEEL IS STANDARD. GALVANIZING IS ALSO AVAILABLE.

ULTIMATE STRUCTURAL CAPACITY IS 100 KIPS.

(2) 1 1/4"-7 X 6' PLAIN FINISH THREADED ROD - GRADE B7.

(4) 1 1/4" PLAIN FINISH HEX NUT - ASTM A194 (GRADE 8).

(4) 1 1/4" PLAIN FINISH FLAT WASHERS - ASTM F436.

HELICAL PILE ASSEMBLIES MANUFACTURED IN ACCORDANCE WITH ICC-ES AC358 ACCEPTANCE
CRITERIA FOR HELICAL FOUNDATION SYSTEMS AND DEVICES.

PATENT PENDING.
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PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
IDEAL MANUFACTURING, INC. ANY
REPRODUCTION IN PART OR AS A
WHOLE WITHOUT WRITTEN

PERMISSION OF IDEAL
MANUFACTURING, INC. IS PROHIBITED.
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